
ROCHESTER 4000W PROGRAMMABLE 
TRIAC DIMMER UNIT IP66
GL7066
Input Voltage: AC100-240V 
Frequency: 50-60Hz
Output Current: 2 X 10A 
Product Size (mm): 285L x 200W X 153D
Ambient Operating Temperature: -20˚C - +55˚C
Dimmable: 0.2-100%
Product Materials: PC 
IP: 66
Weight (kg): 2.74

ROCHESTER 4000W PROGRAMMABLE 
TRIAC DIMMER UNIT IP66

EASY TO
INSTALL AND 

CONNECT

DIM FROM 
0-100% WITH-
OUT FLICKER

SAFETY DIM 
TO 0% DRY 

SWITCH 
CONTACT

ANTI-6KV 
LIGHTNING 

SURGE

SUPPORT 
EXTERNAL 

0-10V SIGNAL 
SYSTEMS 
CONTROL

REDUCE 
HARMONIC 
PEAK WAVE

REPLICATES 
DAWN 

TO DUSK 
LIGHTING

OVER 
TEMPERATURE 
PROTECTION

OVER
CURRENT 

PROTECTION

SHORT 
CIRCUIT 

PROTECTION

OVER VOLTAGE 
& OVER POWER 

PROTECTION

GALLINA LED LTD,  2.3d The Beacon, Beaufront Park, Anick Road,  Hexham, Northumberland  NE46 4TU, United Kingdom
Tel: +44 (0)7738 102 100  or  +44 (0)7813 123 411    Email: sales@gallinaled.com  www.gallinaled.com

66
IP4000

WATT

mailto:sales%40amitexled.com?subject=
http://www.gallinaled.com
http://www.gallinaled.com
http://www.gallinaled.com

