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28W 1500MM BAMBURGH T8 SLIMLINE FAST FIX
LINKABLE LED POULTRY TUBE WITH UVA

3% UVA CHIPS
PROMOTE
NATURAL

BEHAVIOURS

THE
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IN BIRD
WELFARE

UPT090%
ENERGY SAVINGS
COMPARED TO
TRADITIONAL

LIGHTING FEATURES AND BENEFITS

« Unlike humans, birds can see the UV spectrum

« This helps them identify each other via UV flecks in their plumage
OUICK AND « Promotes natural behaviours
EASY CABLE « Reduces stress and undesirable behaviours like pecking

CONNECTION « For full product specification see datasheet for GL7013 - GL7016
TO TUBE

PRODUCT INFORMATION

Input: 180-240VAC 50/60Hz Inrush Current: 9A

Output Current: 520mA Flicker Free: (Hz): 0

Product Size (mm): 1500L x 28D  Dimmable: 0.2-100%
FLICKER Luminous Flux: 3500 Im Surge Protection Voltage: 2000V

FREE Lumen Per Watt: 125 Im Cable (mm): 2 X 1.002
PRODUCT VARIATIONS

GL7290 28W 1500mm Bamburgh T8 Fast Fix Slimline Linkable Poultry Tube
with Rotatable Caps Double Ended 5000K (Diffused) with UVA chips

EAR GL7291 28W 1500mm Bamburgh T8 Fast Fix Slimline Linkable Poultry Tube
5YI'OT AL with Rotatable Caps Double Ended 2700K (Diffused) with UVA chips
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